@ DSWD DEPARTMENT OF SOCIAL WELFARE AND DEVELOPMENT
ol A~ AN V Field Office MiMaRoPa Region

1680 F.T. Benitez corner Malvar Sts., Malate, Manila

REQUEST FOR QUOTATION

RFQ No. 2025-10-1027

Date: October 17, 2025
Company Name
Company Address
Contact Person
Contact No. : BAC SECRETARIAT
Email Address t POSTED

.NO.:

Company TIN PHILGEPS REF
PhilGEPS Reg. No. - DATE:.
Sir/Madam:

The Department of Social Welfare and Development MIMAROPA Region through its Bids and Awards Committee intends to
procure the item/s indicated in this Request for Quotation (RFQ ) in accordance with Section 34 ( Small Value Procurement) of the
IRR of Republic Act 12009 with an Approved Budget of the Contract of One Million Pesos Only (Php 1,000,000.00 )

Name of Project : Improvement of MYC Guard House
Approved Budget for the Contract : One Million Pesos Only (Php 1,000,000.00)

Award of contract shall be made to the bidder with the lowest quotation for the subject goods that comply with the minimum
technical specifications and other terms and conditions stated herein. All bids higher than the Approved Budget for the Contract
(ABC) shall automatically be disqualified.

Interested contractors are requuired to submit the following technical and financial documents listed in Annex A. Please accomplish
and submit this form together with Annex B and C, Bill of Quantities and Program of Works to DSWD MIMAROPA Region -BAC
Secretariat at 2nd Floor 1680 F.T. Benitez corner Malvar Sts., Malate, Manila via SEALED ENVELOPE not later than 5:00 PM of

October 31, 2025,
The Head of the Procuring Entity (HOPE) of the DSWD Field Office MIMAROPA reserves the right to reject any and all quotations,

declare a failure of procurement, or not award the contract at any time prior to contract award in accordance with Section 70 of RA
12009, without thereby incurring any liability to the affected bidder or bidders.

Very truly yours,

/fﬁu-/';q 5-—7’0/7 bz

ENNETH M. MONTENEGRO
Administrative Officer V

Procurement Section Head

Received by:

(Signature over Printed Name)
Date:




\ '
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Annex A

Annex A

List of Documents for Submission:

1. Valid PHILGEPS Platinum Certificate(all pages)
2. Company's Business Permit/Mayor's Permit
3. SEC Registration (if applicable)
4. Valid Tax Clearance
5. BIR 2303 (Certificate of Registration)
6. Valid PCAB License
* General Contractor- Minimum Requirement
*Principal Classification- General Building/ General Engineering
*License Category-License C & D ( Minimum)
*Kind of Project- General Building/General Engineering
*Respective Size Range- (Minimum Requirement ) - Small B
7. Notarized Omnibus Sworn Statement (Please see attached form)

8.Bid Security in the prescribed form and amount {Please see attached form for Bid Securing Declaration if this will be
used as form of Bid Security)

9. Statement of all its ongoing government and private contracts, including contracts awarded but not yet started, if
any, whether similar or not similar in nature and complexity to the contract to be bid;
10. Statement of the Bidder’s Single Largest Completed Contract within five(5) years on the deadline of submission of
bid
* The SLCC shall be supported by an Owner’s Certificate of Final Acceptance issued by the project owner other than
the Contractor, or a final rating of at least satisfactory in the CPES, or a similar performance and monitoring system.

In case of contracts with the private sector, an equivalent document shall be submitted
Note: Contractors under Small A and Small B categories without similar experience on the procurement project to

be bid may be allowed to bid if the cost of such contract is not more than the Allowable Range of Contract Cost of
their registration based on the guidelines as prescribed by the PCAB.

11. Project Requirements, which shall include the following

a. Organizational chart of the personnel to be deployed for the procurement project to be bid

b. List of Contractor’s key personnel , to be assigned to the procurement project to be bid, with their complete
qualifications and experience data. These personnel must meet the required minimum years of experience

* Project Manager/Supervisor - with a minimum of 3 years general and relevant experience

* Site/Project Engineer-minimum of 2 years general and relevant experience

* Safety Officer- minimum of 2 years general and relevant experience

c. List of Contractor’s major equipment units which are owned, leased, or under purchase agreements, supported
by proof of ownership or certification of availability of equipment from the equipment lessor or vendor for the
duration of the project, as the case may be,

12. Authority of Signatory/Secretary's Certificate( if applicable)

13. 2024 Audited Financial Statements

14, Net Financial Contracting Capacity (NFCC) or Commiitted Line of Credit
15. Certificate of Site Inspection

Note: Each and every page of the Bill of Quantities and Program of Works shall be signed by the duly authorized
representative/s of the Bidder. Failure to do so shall be a ground for the rejection of the bid. Any insertions, erasures, or
overwriting shall be valid only if they are signed or initialed by the duly authorized representative/s of the Bidder.

Bid shall be submitted manually in an envelope on or before deadline of submission of bid which contain the name of
the contract to be bid, name and address of the bidder , be addressed to the BAC and indicate "DO NOT OPEN BEFORE"
the date and time for the deadline of submission of quotation
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ANNEX B
TERMS AND CONDITIONS:

1. Award shall be made on per: :lltem Basis IZ,Total Quoted Price |:|Lot Basis

2. Price Validity shall be valid until: One Hundred Twenty (120) Calendar days
Seventy (70) Calendar Days upon receipt of Notice to Proceed ( Start Date
shall be Seven (7) Calendar Days upon receipt of NTP

4. Place of Delivery: MIMAROPA Youth Center, Bansud, Oriental Mindoro

3. Services shall be delivered on:

5. Payment shall be processed after delivery and upon submission of the required supporting documents in accordance with the existing
government accounting rules and regulations . Please take note that the corresponding bank transfer fee ( if non Land Bank of the Philippines
account) shall be charged to the supplier's/contractor's account.

6.Payment through LDDAP-ADA (List of Due and Demandable Accounts Payable- Advice to Debit Account)

Account Name: Account Number :

(should be the exact account name as registered in the bank)

Bank Name: Branch:

7. In case of failure to make full delivery within the time specified above, the amount of the liquidated damages shall be at ieast equal to one-
tenth of one percent (0.001) of the cost of the unperformed portion for every day of delay shall be imposed. Once the cumulative amount of
liquidated damages reaches ten percent (10%) of the amount of contract, the Procuring Entity may rescind or terminate the contract without
prejudice to other courses of action and remedies available under the circumstances.

8.For goods please indicate brand, model , country of origin and warranty

9.In case of discrepancy between unit cost and total cost, unit cost shall prevail. In case of total figures and words, the latter shall prevail.

10.Bidders shall provide correct and accurate information required in the form. Any interlineations, erasures, or overwriting shall be valid only
if they are signed or initialed by you or any of your duly authorized representative/s.

11. The item/s shall be delivered according to the requirements specified in the Technical Specifications/ Scope of Work/Terms of
References. The DSWD shall have the right to inspect and /or to test the goods/services to confirm their conformity to the Technical
Specifications/Scope of Work/Terms of Reference.

12.The Procuring Entity may cancel or terminate the contract at any time in accordance with the grounds provided under RA No.
12009 and its IRR.

After having carefully read and accepted the Instructions and Terms and Conditions , I/We submit our quotation

Conforme:

Signature Over Printed Name :

Position/Designation :

Name of Company :

Contact Number :

Email Address :

IMPORTANT NOTICE:

Any solicitations in any form and for any purpose using the name or acting for and on behalf of DSWD Field Office MIMAROPA is
unauthorized, unlawful, and should be disregarded. We strongly urge everyone to exercise caution and not engage with anyone claiming to
represent DSWD Field Office MIMAROPA in such a manner.

To avoid misrepresentation, please only contact our authorized personnel via email or phone. You may reach us through:

Bids and Awards Committee Secretariat

DSWD Field Office MIMAROPA

1680 F.T. Benitez corner Malvar Streets, Malate, Manila
Trunk Line Number: (02) 5328-5111 to 5115 local 24052
Email Address: procurement.fomimaropa@dswd.gov.ph
Website: http://fwww.fodb.dswd.gov.gh

Procurement Officer-in-Charge :

Contact Number




DEPARTMENT OF SOCIAL WELFARE & DEVELOPMENT

MIMAROPA REGION

MIMAROPA YOUTH CENTER
Brgy. Poblacion, Bansud, Oriental Mindoro

IMPROVEMENT OF GUARDHOUSE

BILL OF QUANTITIES
RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
A. DIRECT COST
I. Removal of Existing Structures 1.00 lot
A. Labor
Demolition of Existing Guardhouse, Removal of Existing
Road Pavement)
Construction Foreman 6.00 day 1
Skilled 6.00 day
Laborer 6.00 day 4
B. Equipment Cost
Minor Tools (10% of Labor) 1.00 lot -
sub-Total
II. Layout & Excavation Works 18.42 cu.m.
Column footing:
10units x 0.70 x 0.70 x 1.2 = 5.88 cum
Wall footings:
42.35m x 0.40 x 0.25 = 4.24 cum
Plant Box:
12.10m x 0.60 x 0.40 = 2.90 cum
Septic Tank:
2.0mx1.0x1.5=3.0 cum
Pipelines:
20.0m x 0.30 x 0.40 = 2.40 cum
A. Materials
2" x 3" x 12' Coco Lumber 120.00 bdft
Assorted Common Wire Nails 5.00 kg
B. Labor
Construction Foreman 3.00 day 1.00
Skilled 6.00 day 1.00
Laborer 6.00 day 4.00
C. Equipment Cost
Minor Tools (10% of Labor) 1.00 lot :
Sub-total
III. |Embankment and Backfilling 26.38 cu.m.
Excavated Soil:
Vol. excavated = (5.88+4.24+2.90+2.4) x 85% =
13.11cum
Vol. Floor = 33.17sqm x 0.40 = 13.27cum
A. Materials
Filling Materials 10.00 cu.m.
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RATE PER

ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
B. Labor (Includes Tampering)
Construction Foreman 2.00 days 1.00
Laborer 5.00 days 4,00
Sub-total
IV. |Concreting Works 19.38 cum
Column Footing : Vol. = 10units x 0.70 x 0.70 x 0.30 =
1.47 cum.
Wall Footings : Vol. = 42.35m x 0.40 x 0.20 = 3.37 cum
Column 1 : Vol. = 4units x 0.25 x 0.25 x 4.05= 1.01 cum
Column 2 : Vol. = 2units x 0.30 x 0.20 x 4.05= 0.49 cum
Column 3 : Vol. = 4units x 0.30 x 0.15 x 6.35= 1.14 cum ’
Ground Floor slab = 33.17sqm x 0.10 = 3.32 cum
2nd Floor slab = 52.67sgm x 0.10 = 5.27 cum
TB-1 = 0.25 x 0.40m x 5.2m = 0.52 cum
Septic tank = 1.0m x 2.0m x 0.10 x 2 = 0.40 cum
Ground Floor Beam = 29.50m x 0.30 x 0.20 = 1.77cum
Roof Beam = 10.4m x 0.30 x 0.20 = 0.62cum
Sunshade Post = 0.20 x 0.08 x 2.5 x 12 = 0.48cum
A. Materials
Portland Cement 174.00 bags
Screened Sand 10.00 cu.m,
Gravel, 3/4 20.00 cu.m,
B. Labor
Construction Foreman 4.00 days 1.00
Skilled 8.00 days 2.00
Laborer 8.00 days 6.00
C. Equipment Cost
Minor Tools & Equipment (10% of Labor) 1.00 lot
Sub-total
V. Reinforcing Steel Bars 1,319.04 kags
A. Materials
16mmf x 6.00m deformed bars (Grade 40) 78.00 pcs
12mmf x 6.00m deformed bars (Grade 40) 36.00 pcs
10mmf x 6.00m deformed bars (Grade 40) 105.00 pcs
No.16 G.I. Tie Wires 16.00 kgs
B. Labor
Construction Foreman 6.00 days 1
Skilled 12.00 days 1
Laborer 12.00 days 1
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RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
Sub-total
VI. |Forms and Falsework 1.00 L.S.
A. Materials
2" x 2" x 12' Coco Lumber 200.00 bdft
2" x 3" x 12' Coco Lumber 480.00 bdft
1/2" x 4' x 8' Marine Plywood 6.00 pcs
4" CWN 5.00 kgs
2 1/2" CWN 5.00 kgs
11/2" CWN 2.00 kgs
B. Labor
Construction Foreman 3.00 days 1
Skilled 6.00 days 1
Laborer 6.00 days 1
Sub-total
VIL. |Plumbing Works 1.00 lot
A. Materials
Sanitary:
PVC Pipe # 4 4.00 pCS.
PVC Pipe # 2 3.00 pCcs.
PVC Pipe Fittings and other accessories 1.00 lot
Septic Tank:
PVC Pipe # 4 SERIES 6.00 pcs.
Solvent 400ML 2.00 cans
PVC Tee 4" 3.00 pcs.
Clean out 4" 3.00 pCs.
Downspouts:
PVC Pipe # 3 6.00 DCS.
Solvent 400ML 1.00 cans
PVC Pipe # 3 Fittings 1.00 lot
Comfort Room Fixtures and Fittings:
Water Closet w/ complete Accessories 1.00 set
Wall hung Lavatory w/ complete Accessories 1.00 set
Floor Drain 4'x 4” Kasch 1.00 pc.
Faucet 1.00 pc.
Bidet 1.00 set
Water Line:
Gate Valve 1/2"( Brass) 1.00 pCs.
1/2" dia. PPR Pipe 20.00 DCS.
PPR Fittings and other accessories 1.00 lot
B. Labor
Construction Foreman 3.00 days 1
Plumber 6.00 days 1
Laborer 6.00 days 1
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RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
Sub-total
VIII. |Ceiling Works 34.68 sq.m.
A. Materials
Outer Ceiling :Prepainted GI Spandrel Ceiling { 4" 14.40 sqm
width ) with wall angle, end moulding and ventilation at '
every corner and center of roof eaves.
Inner Ceiling : Fiber Cement Board with framing of 20.28 sqm
Metal furring and Carrying Channel, w-clip and wall ’
angle
Sub-total
IX. Doors and Windows 1.00 lot
D-1(0.80m x 2.10m) : 25mm x 25mm x 1.5mm steel tube
on 50mm x 50mm x 1.5mm steel tube frame swing out 2.00 units
type door w/ 50mm x 50mm x 1.5mm steel tube jamb
D-2 (0.60m x 2.10m) : uPVC Swing out type door with 1.00 unit
louver and PVC Jamb '
W-1(1.6m x 1.8m): 25mm x 25mm x 1.5mm steel tube
on 50mm x 50mm x 1.5mm steel tube mullion and frame 1.00 unit
grille window
W-2 (1.6m x 0.50m): 25mm x 25mm x 1.5mm steel tube
on 50mm x 50mm x 1.5mm steel tue mullion and frame 1.00 unit
grille window
W-3 (1.2m x 1.80m): Sliding Glass Window 3.00 unit
W-4 (1.2m x 1.20m): Sliding Glass Window 1.00 unit
W-5 (1.6m x 0.8m): 25mm x 25mm x 1.5mm steel tube
on 50mm x 50mm x 1.5mm stee! tue mullion and frame 1.00 unit
grille window
W-6 (0.6m x 0.6m): 25mm x 25mm x 1.5mm steel tube
on 50mm x 50mm x 1.5mm steel tue mullion and frame 1.00 unit
grille window
Sub-total
X. Roof Framing and Tinsmithry Works 23.28 sq.m.
A. Materials
50mm x 150mm x 2.5mm steel tube (top chord , king 4.00 bes
post and bottom chord) )
C-purlins 2 x 3 15.00 pcs
Angle Bar 2 x 2 2.00 pcs
Angle Bar 1-1/2 x 1-1/2 1.00 pcs
Epoxy Primer Gray 1.00 gal
Paint Brush 2" 2.00 pcs
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RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
Welding Rod 6013 1.00 box
Flat Bar 1 x 1 1.00 pcs
Pre-painted Side Flashing 9.00 pcs
Ridge Roll 9.00 pcs
;r;zopr:gt:r(: Long Span Rib Type Color Roof ( 0.4 ) cut at 23.28 sqm
Pre-painted Spanish Gutter 9.00 pcs
1/4" x 2-1/2" Tech Screw w/ Rubber Washer 300.00 pcs
Drill Bit 4.00 pcs
Blind Rivets 1/8 x 1/2 1.00 box
B. Labor
Construction Foreman 4.00 days 1
Skilled 8.00 days 2
Laborer 8.00 days 2
C. Equipment Cost
Minor Tools (10% of Labor) 1.00 lot
Sub-total
XI. Tile Works 45.80 sq.m.
A. Materials
Comfort Room: (1.20 x 1.05) + (3.80 x 2.2) = 9.62sqm
8"x 8" Glazed Wall Tiles 220.00 pcs.
8"x 8" Unglazed Floor Tiles 40.00 pcs.
Tile Grout, 2kg 2.00 bags
Tile Adhesive 2.00 bags
Portland Cement 4.00 bags
Floor Tiles: 36.18 sqm (ground floor and 2nd floor)
Porcelain Tiles 60 x 60 110.00 pCs.
Portland Cement 6.00 bags
Tile Adhesive, 25kg 6.00 bags
Tile Grout, 2kg 4.00 bags
Diamond Cutting Disc 3.00 pcs
Screened Sand 2.00 cum
B. Labor
Construction Foreman 3.00 days 1
Tile Setter 6.00 days 2
Laborer 6.00 days 2
Sub-total
XII. |Masonry Works 102.58 sq.m.
CHB Laying:
6" CHB: 41.50 sqm
Area =31.50m x 0.80 = 25.20sqm
Area =2.60 x 2.5 =6.50 sqm (@stone works area)
Area = 7m x 1.40 = 9.80 sqm (Septic tank)
4" CHB: 61.08 sqm
Area = 18.15m x 0.80 = 14.52 sqm
Area =10.40 x 2.7 = 28.08 sqm (Ground Floor Wall)
Area = 28.08 - 9.06 = 18.48sgm (Second Floor Wall)




RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
A. Materials
CHB 6" x 8" x 16" 520.00 pcs. =
Portland Cement 46.00 bags =
Washed Sand 4.00 cu.m. -
10mmf x 6.00m deformed bars (Grade 40) 26.00 pcs. g
Tie Wire # 16 1.00 kg. -
CHB 4" x 8" x 16" 770.00 pcs. =
Portland Cement 32.00 bags &
Washed Sand 3.00 cu.m. -
10mmf x 6.00m deformed bars (Grade 40) 38.00 pCs. i
Tie Wire # 16 2.00 kg -
B. Labor
Construction Foreman 3.00 days 1 =
Mason 6.00 days 2 -
Laborer 6.00 days 3 =
PLASTERING: 71.56 sqm
Area = 6.50 x 2 = 13 sqm (@stone works area)
Area = 12 sqm (septic tank)
Area = 28.08 sqm x 2 = 56.16 sqm (ground floor wall)
Area = 18.48 sqm x 2 = 36.96 sqm (2nd floor wall)
A. Materials
Portland Cement 14.00 bags -
Washed Sand 2.00 cu.m. =
B. Labor
Construction Foreman 3.00 days 1 -
Mason 6.00 days 2 z
Laborer 6.00 days 2 -
Sub-total -
XII1. |Painting Works 102.98 sq.m.
2nd floor wall and column = 18.48 sqm
Ground floor wall and column = 56.16 sqm
Ceiling ground floor and 2nd floor = 28.34sgm
A. Materials
Neutralizer 4.00 liters -
Skimcoat 7.00 bag =
Primer 5.00 gals -
Acrytex Reducer 5.00 gals =
Semi-gloss Topcoat 8.00 gals -
6" Paint Roller 2.00 pcs. -
6" Roller Foam 2.00 pcs. =
4" Paint brush 2.00 pcs. =
2" Paint brush 2.00 pcs. =
1 1/2" Paint brush 2.00 kgs. -
Old News Paper 1.00 kgs. 3
Stupa Cloth 1.00 pcs. =
Sand Paper #120 12.00 pcs. =
Sanding Paper #100 12.00 pcs. -
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RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
Sanding Paper #60 6.00 pcs. =
B. Labor
Construction Foreman 2.00 days 1 =
Painter 4.00 days 2 =
Laborer 4.00 days 1 =
Sub-total -
XIV. [Steel Stairs 1.00 lot
A. Materials
50mm x ‘50mm x 2.0mm Steel Rect. Tube 4.00 pcs S
S50mm x 50mm x 6.0mm Steel Angle 10.00 pcs 4
25mm x 25mm x 3.12mm Steel Angle 5.00 pcs 2
Metal Primer 2.00 liters =
Quick Dry Enamel 1.00 gal =
SandPaper 240 10.00 pcs. #
Paint Brush #2 2.00 pcs. N
Welding Rod 10.00 kgs. -
Grinder Blade 5.00 pcs. -
B. Labor
Construction Foreman 3.00 days 1 =
Skilled 5.00 days 2 2
Laborer 5.00 days 1 =
C. Equipment Cost
Minor Tools / Equipment (10% of Labor) 1.00 lot -
Sub-total -
XV. |Electrical Works 1.00 lot
A. Materials
Flexible Conduit #1/2" 35.00 mts. -
Flexible Connector #1/2" 25.00 pcs. <
PVC Pipe #20 MM? x 3.00M. 6.00 pcs. -
PVC Pipe #25 MM? x 3.00M. 4.00 pcs. 5
PVC Elbow Long #20 MM? 18.00 pcs. -
PVC Elbow Long #25 MM? 14.00 pcs. =
Electrical Tapes 4.00 pcs. -
Junction Box #4"x4" 6.00 pcs. =
Utitity Box # 2"X4" 13.00 pcs. -
THHN Wire # 3.5 MM? 160.00 mts. =
THW Wire # 22 MM? 40.00 mts. -
1 Gang Switch (Panasonic or equivalent) 1.00 pCs. -
2 Gang Switch (Panasonic or equivalent) 2.00 pcs. -
3 Gang Switch (Panasonic or equivalent) 1.00 pCs. =
Convenience Qutlet Universal w/ ground 6.00 sets -
Panel Board TQD 2P 4 BRANCHES 1.00 unit =
Main Circuit Breaker 60/A. @TQD (2P Bolt-on) 1.00 set -
CKT Breaker 15/A. @ (BOLT-ON) 1.00 pCS. =
CKT Breaker 20/A. @ (BOLT-ON) 1.00 pCs. -
1[—)8|_ LED LightT w/ box type 18 WATTS (Ecolum) Single 5.00 sets _
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RATE PER
ITEM ITEM DESCRIPTION QUANTITY| UNIT Crew DAY/ TOTAL
UNIT COST
PIN Light Housing Surface type# 4" w/ 12W LED Bulb 10.00 sets
B. Labor
Construction Foreman 4.00 days 1
Skilled 8.00 days 1
Laborer 8.00 days 1
Sub-total
XVI1. [Stone Works 16.89 sqm
Area =3.0x2.6 x2=15.60 sqm
Area=8.6 x0.15 =1.29 sqm
A. Materials
Matte Relief Wall Tiles (bricks design) 15cm x 60cm 190.00 pcs.
Tile Adhesive 4.00 pcs.
B. Labor
Construction Foreman 2.00 days 1
Skilled 5.00 days 1
Laborer 5.00 days 1
Sub-total
XVII. |Metal Railing 1.00 lot
Area=3.0x2.6 x2=15.60 sqm
Area=8.6x0.15 =1.29 sqm
A. Materials
50mm x 50mm x 1.5mm G.I. Square Tube 5.00 pcs.
25mm x 25mm x 1.5mm G.I. Rect. tube 12.00 pcs.
Metal Primer 1.00 gal
Quick Dry Enamel 2.00 gals
SandPaper 240 10.00 pcs.
Paint Brush #2 6.00 pcs.
Welding Rod 10.00 kgs.
Grinder Blade 2.00 pcs.
B. Labor
Construction Foreman 3.00 days 1
Skilled 6.00 days 2
Helper 6.00 days 1
C. Equipment Cost
Minor Tools / Equipment (10% of Labor) 1.00 lot
Sub-total




RATE PER
ITEM ITEM DESCRIPTION QUANTITY UNIT Crew DAY/ TOTAL
UNIT COST
B. Indirect Cost
Supervising Engineer 1.00 lot
Contractors Profit 10% of EDC 1.00 lot
OCM 12% of EDC 1.00 lot
Tax 5% of EDC + Profit + OCM 1.00 lot
Total Indirect Cost
TOTAL PROJECT COST

AMOUNT IN WORDS :

Submitted by:

Signature over Printed Name

Date
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GENERAL SERVICES SECTION
FIELD OFFICE MIMAROPA
DSWD-AS-GF-052 | REV 02{ 07 OCT 2022

PROGRAM OF WORKS

DRN:
Name of Project: I(g/:f AR%\;E&/IUESNET PRIEHE Location: Brgy. Poblacion, Bansud , Oriental Mindoro
Total Project Cost: PHP Project Duration: 70 Calendar Days
| Removal of Existing Structures 1.00 lot
] Layout & Excavation Works 18.42 cu.m.
i} Embankment and Backfilling 26.38 cu.m.
IV |Concreting Works 19.38 cum
\% Reinforcing Steel Bars 1,319.04 kgs
VI  |Forms and Falsework 1.00 l.s.
VIl |Plumbing Works 1.00 lot
ViIl |Ceiling Works 34.68 sq.m.
IX  |Doors and Windows 1.00 lot
X Roof Framing and Tinsmithry Works 23.28 sq.m
Xl Tile Works 45.80 sq.m.
Xl [Masonry Works 102.58 sq.m.
Xil [Painting Works 102.98 sq.m.
XIV  |Steel Stairs 1.00 lot
XV |Electrical Works 1.00 lot
XVI |Stone Works 16.89 sqm
XVII - |Metal Railing 1.00 lot
m
B Supervising Engineer
C Contractor Profit { 10% of EDC)
D OCM ( 12% of EDC)
E Tax (5 % of EDC + Profit + OCM)

GENERAL CONDITION AND REQUIREMENTS:

All parts of the improvement project shall be finished with first class workmanship and to the full satisfaction of the Project Owner. Any defective material or poor
warkmanship should be replaced or improved by the Contractor without additional cost to the Owner. The construction project shall conform to all requirements of the.
rules and regulations enforced in the locality.

Submitted by:

Signature over Printed Name

Date :

Name of Company




Y DSWD

Department of Social Welfare and Development BAGONG PILIPINAS

Field Office MIMAROPA

DSWD-GF-0104 | REV 00| 22 SEP 2023

Annex B

COMPLIANCE WITH THE SCOPE OF WORK

PROJECT : IMPROVEMENT OF MYC GUARD HOUSE

TECHNICAL SPECIFICATIONS/SCOPE OF
WORK/TERMS OF REFERENCE

BIDDERS STATEMENT
OF COMPLIANCE

(PLEASE STATE
“COMPLY” OR “NOT
COMPLY”

GENERAL

A. Contractor's Responsibilities: The Contractor is responsible
for executing the Improvement of MYC Guard House in
accordance with the Architectural, Engineering , Electrical
Structural, Plumbing Plans and Program of Works approved
by the DSWD. The Contractor shall be responsible for
reviewing and finalizing the initial architectural , engineering
documents (Drawings) provided by the client before
proceeding with the repair works. The Contractor shall
ensure that the designs comply with all relevant building
codes, and regulations. Any recommendation for changes,
by the Contractor, in the initial architectural and engineering
documents is subject for approval of DSWD’s authorized
representative.

The Contractor shall provide project management services for
the duration of the project. This includes the preparation of a
detailed project schedule, quality control, and monitoring of the
construction progress. The Contractor shall be responsible for
ensuring that the project is completed on time and within budget.

B. Change Management: Any changes or discrepancies to the
final plans and specifications shall be communicated to the
DSWD's engineer or any authorized representative for
approval. This ensures that any changes made to the project
are approved by the appropriate parties, maintaining project
scope and budget.

C. Project Execution: The Contractor shall provide all
necessary labor, materials, equipment, and services to
complete the repair in accordance with the technical
specifications, applicable codes, and industry standards.
This ensures that the project meets the necessary quality,
safety, and legal standards.

D. Compliance: The Contractor shall comply with all applicable
laws and regutations, including but not limited to building
codes. This ensures that the project meets all necessary
legal and regulatory requirements, avoiding any potential
legal or safety issues.
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SCOPE OF WORK

Slte inspection: Conduct an inspection for the discussion of
the scope of work.

Preparation of the site: The work site will need to be
prepared before work can begin. This may involve moving
furniture or outdoor equipment, covering plants or shrubs,
and setting up safety equipment such as scaffolding or
safety harnesses.

The repair works shall be carried out in a safe, efficient, and
timely manner, with minimal disruption to the operations of
the center.

. The Contractor shall coordinate closely with the DSWD
authorized representative throughout the project to ensure
compliance with the technical specifications and timely
completion of the repair.

QUALITY OF CONTROL

The Contractor shall implement a comprehensive Quality
Control program to ensure that all work is carried out to the
required standards and specifications.

The Quality Control program shall include inspections,
testing, and monitoring of materials, workmanship, and
safety practices.

The Contractor shall be responsible for the quality of the
workmanship and materials used in the repair.

COMPLETION AND HANDOVER

The Contractor shall complete the repair works within the
agreed-upon timeframe and in accordance with the technical
specifications and industry standards.

Upon completion of the repair works, the Contractor shall
conduct a final inspection with the DSWD's authorized
representative to ensure that the work has been completed
to the required standards and specifications.

The Contractor shall hand over the repaired facilities to the
DSWD upon completion of the final inspection and
approval of the work.

. The Contractor shall provide all necessary documentation,
including as-built drawings, warranties, and manuals, to the
DSWD upon completion of the project.

SCHEDULE OF REQUIREMENTS AND DELIVERY
SCHEDULE

The Contractor shall review, finalize, and submit the detailed
architectural and engineering drawings seven (7) calendar
days upon receipt of the Notice to Proceed.
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The Contractor shall complete the improvement works within
seventy (70) calendar days after receipt of approved NTP.
Start date shall be seven (7) calendar days upon receipt of
NTP.

The Contractor shall submit a detailed project schedule to
the DSWD's authorized representative within seven (7)
calendar days after the issuance of the NTP.

. The project schedule shall include all major activities and
milestones, including but not limited to the start and end
dates of each construction phase, delivery of materials,
inspection dates, and completion date.

The Contractor shall adhere strictly to the project schedule
and shall notify the DSWD's authorized representative
promptly of any delays or changes to the schedule.

in the event that the Contractor fails to complete the project
within the contract period, the DSWD shall be entitled to
impose liquidated damages in accordance with the
provisions of the contract.

. The Contractor shall be responsible for any additional costs
incurred due to delays in the completion of the project,
unless the delay is caused by the DSWD’s fauit or a force
majeure event.

MANPOWER QUALIFICATION REQUIREMENTS

The Contractor shall assign a skilled and qualified project
manager who will oversee the entire project and serve as
the main point of contact between the Contractor and the
DSWD. The project manager should possess a strong
background in project management and have the necessary
qualifications to successfully complete the job. They will be
responsible for managing the timeline, budget, resources,
and labor requirements, and ensuring that the repair works
are carried out efficiently, effectively, and within the allotted
timeframe and budget.

The Contractor shall provide a team of qualified and i
experienced workers who are knowledgeable and skilled in
their respective trades.

. The Contractor shall ensure that all workers are properly
licensed and certified, and that they have undergone the
necessary training and safety orientation to perform the work
safely and efficiently.

. The Contractor shall provide adequate supervision for all
workers to ensure that they are performing the work in
accordance with the technical specifications and industry
standards.
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E. The Contractor may provide additional personnel for the
proper and timely completion of the project, but at no
additional cost to DSWD.

7. OTHER GENERAL REQUIREMENTS

A. The Contractor shall provide technical supervision,
manpower, tools and equipment, and suitable materials
within the designated period to complete the project.

B. The Contractor shall submit on time, the required work
schedule, As-built drawings, delivery schedule, table of
organization, manpower schedule, samples product data,
safety plan, methodology and other requirements deemed
necessary

C. The Contractor shall provide coordination and collaborative
works with DSWD to accomplish specific works in line with
the final drawings, specifications, and method of installation.

D. The Contractor shall comply with all applicable
Environmental, Health, and Safety regulations required by
law.

E. The Contractor shall secure and submit all necessary bonds
and insurances required in the contract.

F. The Contractor shall ensure the quality of materials and
workmanship needed to complete the project and render
ready for the acceptance of DSWD.

G. The Contractor shall comply with all safety provisions for
warehousing/storage of their materials and equipment,
including proper storage of hazardous materials.

H. The Contractor is responsible for the hauling and disposal of
garbage inside the designated working perimeter.

I.  The Contractor shall ensure that works are done in neat
workmanship and like manners. All improperly set works,
rough finishes, or other works not in accordance with the
approved plans and specifications as determined by the
DSWD engineer or technical representative shall be
removed and replaced thirty (30) calendar days by the
Contractor at no extra cost.

8. WARRANTY, POST INSTALLATION AND TECHNICAL
SUPPORT SERVICES

The warranty for this project shall follow the provisions stated in
Section 90 of the Implementing Rules and Regulations (IRR) of
Republic Act (RA) 12009

To guarantee that the Contractor shall perform his
responsibilities, it shall be required to post a warranty security in
accordance with Section 90.2 of the IRR of RA 12009.

7. TERMS OF PAYMENT
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A. Payment shall be made upon completion of the following
activity/scope of works:

Payment Tranches Output Deliverables

1% Tranche: 15% payment of | Upon written request of the
the total contract cost | contractor which shall form
(Mobilization fee based on | part of the contract
RA 12009) document; and b)
Submission of an
irrevocable standby Letter of
Credit of equivalent value
from a bank as confirmed by
the Procuring Entity; a bank
guarantee; or a surety bond
callable upon demand
issued by a duly licensed
surety or insurance
company, at the option of
the Procuring Entity.

2" Tranche: Must be Sixty Five Percent
) ( 65% ) of the project
2" Tranche: 65 % of the completion Iphysical

total contract cost ( subject
for deduction of 10%
Retention and 15%
Mobilization Fee

accomplishment  with the
submission of Billing
Statement ,
Progress/Accomplishment

Report , Statement of Work

Accomplished , Progress
Photos, and  Narrative
Report

Last Tranche: Final Billing | Must be One Hundred
100% Accomplishments | Percent (100%) of the
payment of the contract | project completion /physical
price (Subject for Deduction | accomplishment with the
of 10% Retention) submission of Billing
Statement,
Progress/Accomplishment
Report, Statement of Work
Accomplished, Progress
Photos and Narrative
Report.

B. Upon completion of the project, the service provider shall
provide one original copy and one (1) photocopy duly certified
by the service provider themselves of the following

a. Statement of Account under the name of DSWD MIMAROPA
Region; Entries must be either typewritten or computer printed;

b. Service Report or Accomplishment Report with before, during
and after photos;
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c. Service Invoice /Delivery Receipt

d. Certificate of Completion to be acknowledged by DSWD
authorized representative

e. Statement of Contractor’s Affidavit

D. Liquidated damages equivalent to one-tenth of one percent
(0.1%) of the cost of the unperformed/undelivered portion for
every day of delay shall be imposed. The DSWD may
rescind the contract once the cumulative amount of
liquidated damages reaches ten percent (10%) of the
amount of the contract, without prejudice to other courses of
action and remedies open to it.

E. The performance security shall be in an amount not less |
than the required percentage of the total contract price in |
accordance with the schedule of Section 68 of RA 12009. ;

After having carefully read and accepted the Instructions and Terms and Conditions, l/we
submit our quotation/s for the item/s as follows:

Conforme

Signature Over Printed Name :

Position/Designation :

Name of Company :

Contact Number :

Email Address :
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TECHNICAL SPECIFICATIONS

PROJECT: PROPOSED IMPROVEMENT OF GUARDHOUSE
LOCATION: BRGY. POBLACION, BANSUD, ORIENTAL MINDORO
OWNER: MIMAROPA YOUTH CENTER

This set of Specifications shall govern the methods of the proposed improvement project and the
kinds of materials to be used for the proposed project shown on the accompanying plans and detailed
drawings.

Drawings and specifications are complementary to each other so that what is mentioned or
shown in the other shall be considered as appearing in both. Drawings are a graphic means of showing
works to be done and exist essentially to show size, location, and placement. Specifications, on the other
hand, are used to describe materials, construction techniques, and procedures. In case of conflict
between the two, the same should be referred to the designing Architect/Engineer for clarification.

GENERAL CONDITIONS

All parts of the improvement project shall be finished with first-class workmanship to the fullest
talent and meaning of the Plans and the Specification, and to the full satisfaction of the designing
Architect/Engineer and the Owner.

Any defective material or poor workmanship shall be replaced or improved by the Contractor
without additional cost to the Owner.

The project shall conform to all requirements of the National Building Code of the Philippines,
as well as rules and regulations in the locality. The contractor shall also ensure that the workplace is safe
by providing appropriate safety signage, making the workplace organized and clean, and ensuring that
workers wear proper PPE when doing their job.

PLANS AT SITE

There should be (2) sets of plans maintained at the job site. One (1) for construction laymen and
two (2) for reference in the alterations, changes, and revisions especially the electrical and plumbing
works. This plan shall be kept and returned to the OWNER as an ASBUILT PLAN for future references.

REMOVAL / DEMOLITION OF STING STRUCTURES

Removal or demolition of existing structures should be supervised by an Engineer to avoid
accidents or any damage to adjacent properties. Signage should be installed at the site to warn residents
of ongoing removal and demolition activity. Debris should be disposed of immediately as per the
instructions of the Site Engineer in charge.

STAKING OUT THE BUILDING LINES

The building lines shall be staked out as well as all lines and grades shown in the drawings to
accurately establish before any excavation is started.
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Batter boards where construction reference marks have been indicated should be erected such
that they would not be disturbed during the excavation for the foundation of the building.

EXCAVATION FOR FOUNDATION

All excavation shall be made to grade indicated in the drawings. Where the building site is
covered with any kind of fill, the excavation for footings shall be made deeper until the specified safe
bearing capacity of the soil is reached.

If water is present at the excavation site, it shall be removed by bailing or pumping. Great care
should be taken in order that the surrounding soil is not eroded or cave in.

BACKFILLING FOR EXCAVATION

When the concrete poured for the foundation has hardened and can already withstand the
pressure resulting from fills, the materials removed from the excavation shall be used for backfilling
them.

The fills and backfills shall be placed in layers not more than 150mm (6”) in thickness. Each
succeeding layer shall be thoroughly compacted by wetting, tamping, and rolling.

CONCRETE WORKS

Concrete should be mixed thoroughly such that there is a uniform distribution of the cement and
aggregates. The concrete should be vibrated and its forms should be tapped as it is deposited to its final
position to prevent the formation of voids in the concrete member, which will weaken the building.

Water to be used for mixing concrete shall be clean and free from injurious amounts of oil, acids,
salt, alkalis and other organic material. All concrete works for this project shall be undertaken in
accordance with the standard specifications for plain and reinforced concrete as approved by the
Government.

The following proportions of concrete shall be used for various part of the building:

Building Parts Class Mixture Designation
Footings and Columns Class A 1:2:4
Girders, Beams and Slabs Class A 1:2:4
Septic Vault Slab and Cover Class A 1:2:4
Concrete Hollow Blocks Footings Class B 1:2-1/2:5
Concrete Slab on Fill Class C 1:3:6

Class A Concrete shall be a mixture of 1-part cement, 2 parts fine aggregates, and 4 parts coarse
aggregates by volume, plus enough water to make the mixture into a pliable paste.

Class B Concrete shall be a mixture of 1-part cement, 2-1/2 parts fine aggregates, and 5 parts
coarse aggregates by volume, plus enough water to make the mixture into a pliable paste.
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Class C Concrete shall be a mixture of 1 part cement, 3 parts fine aggregates and 6 parts coarse
aggregates by volume, plus enough water to make the mixture into a pliable paste.

The fine aggregate for concrete shall consist of natural sand or of inert materials with similar
characteristics, having hard, clean, and durable grains, free from organic matter of loam.

The coarse aggregate for concrete shall be crushed rock or durable qualities, or clean and hard
gravel. The size of the coarse aggregate to be used shall vary from 200mm (3/4”) to 400mm (1-1/2”).

Concrete slabs on fills shall be poured on a layer of hard gravel fill spread over well-compacted
and thoroughly tamped earth fill.

FORM OF CONCRETE WORKS

Forms for all reinforced concrete shall be adequately supported and braced or tied together to
maintain the correct position and the shapes of poured concrete. Wooden forms shall be constructed
sufficiently tight to prevent the bulging of concrete members upon pouring or leaking/draining water
during curing.

The forms shall not be removed until the concrete has attained sufficient strength to support its
own weight and any temporary loads placed on it. The side forms of girders and beams may be
removed earlier than the bottom forms. However, additional supports and shoring must be placed
under them until they have attained strength.

STEEL REINFORCING BARS

Steel reinforcing bars to be used for this project shall consist of standard deformed structural
bars meeting ASTM specifications.

The steel reinforcements for concrete shall be formed accurately according to the sizes of the
columns, beams and girders, footings slab etc., where they are to be used. They shall be tied together at
each bar intersection with Gauge No. 16 G.I wire or by welding.

No steel reinforcement should be installed unless it is free from rust, scale or other coating which

would destroy or reduce the bond with concrete. The reinforcement bars must be positioned such that
there is space between the steel at the sides and bottom of the forms.

CONCRETE HOLLOW BLOCKS

Concrete hollow blocks to be used in this project shall be 4” x 8” x 16” and 6” x 8” x 16” of
equal quality, readily available in the locality. Use of such an alternative brand shall be approved by the
Project Architect or Engineer and the Owner/s.

All cells of concrete hollow blocks to be laid shall be filled with cement mortar mixture of 1 part
cement and 3 parts sand, by volume. The horizontal joints between units shall be provided with 1:3
cement mortar mix. At least 10mm thick.

All concrete hollow block walls shall be reinforced with 10mm diameter deformed bars both
ways for every concrete hollow block laid horizontally and vertically. Vertical spacing of reinforcing
steel is 80 ¢cm, and horizontal spacing is 60 cm or every 3 layers of CHB.
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ROOF FRAMING, ROOFING ACCESSORIES

The materials to be used for the roof framing shall consist of 2 x3 C-purlins, 50mm x 150mm x
2.5mm steel tube for top chord, king post, and bottom chord. 2” x 2” Angle Bar shall be used as purlin
connector. Other accessories for the roof frames are shown in the Details of Truss Joints and in the Roof
Framing Plan.

Roof sheets shall be a color roof long span rib type. Ridge rolls, gutters, and flashings shall be

0.04mm thick pre-painted sheets. All downspouts shall be 3” diameter Schedule 40 PVC pipes. Fascia
board shall be 30 cm wide 12mm thick fiber cement board with angle bar and flat bar as framing.

CEILING BOARDS

Fiber cement boards ' inch thick shall be used for the inner ceiling for both including toilet and
bathrooms. Ceiling frames shall be composed of metal furring, carrying channel, wall angle, and w-
clips. Use 2 w-clips at every intersection of metal furring and carrying channel, and shall be riveted for
a stronger ceiling frame.

For the outer ceiling, use pre-painted GI Spandrel Ceiling (4" width) with wall angle, end

molding, and ventilation at every corner and center of the roof eaves. Eaves ventilation shall be present
in the roof eaves.

DOORS, WINDOWS AND ACCESSORIES

The designs and specifications of materials for doors and windows to be installed for this project
are shown in the Schedule of Doors and Windows detail drawings.

All interior panel doors shall be installed on door jambs with at least 3 sets of loose-pin hinges.
All door knobs shall be Schlage Door Knob.

DOORS:

D-1 (0.80m x 2.10m) : 25mm x 25mm x 1.5mm steel tube on 50mm x 50mm x
1.5mm steel tube frame swing out type door w/ 50mm x 50mm x 1.5mm steel
tube jamb

D-2 (0.60m x 2.10m) : uPVC Swing out type door with louver and PVC Jamb

WINDOWS:

W-1 (1.6m x 1.8m): 25mm x 25mm x 1.5mm steel tube on 50mm x 50mm x 1.5mm
steel tube mullion and frame grille window

W-2 (1.6m x 0.50m): 25mm x 25mm x 1.5mm steel tube on 50mm x 50mm x 1.5mm .
steel tube mullion and frame grille window

W-3 (1.2m x 1.80m): Sliding Glass Window

w-4 (1.2m x 1.20m): Sliding Glass Window

W-5 (1.6m x 0.8m): 25mm x 25mm x 1.5mm steel tube on 50mm x 50mm x 1.5mm
steel tube mullion and frame grille window

W-6 W-6 (0.6m x 0.6m): 25mm x 25mm x 1.5mm steel tube on 50mm x 50mm x

| 1.5mm steel tube mullion and frame grille window

Page 4|7



PLUMBING WORKS AND FIXTURES

Plumbing works and materials shall be in accordance with the National Plumbing Code of the
Philippines. Soil and waste pipes shall be properly graded or pitched downward to facilitate easy
discharge of the solid and liquid wastes from the plumbing fixtures or receptacles to their place of
disposal. Sloping pipes must be well supported and rigidly suspended to prevent sagging, displacement
or pipe breakage, resulting in leakage of waste matter.

All plumbing fixtures should be connected to a vertical vent pipe, with its top end extending
above the roof at least 0.60 meter or 2 feet.

The water closets to be installed in the toilets and Bathrooms for these rooms shall be American
Standard brand or equivalent.

Use PPR pipes for waterline pipes and PVC pipes for sanitary, sewer, and downspout pipes.
Floor drains shall be 4” x 4” heavy-duty stainless steel. No pipes shall be embedded in beams and
columns.

All downspouts from the roof shall be 3” diameter PVC pipes, Schedule 40. The lower ends shall
terminate in concrete catch basins. Underground reinforced concrete pipes, 8° and 10’ in diameter, shall
connect to the catch basins for draining the water to the street gutter fronting the building.

For sanitary sewers, Pipes and fittings shall be Polyvinyl Chloride (PVC) system pipes & fittings
series 1000. Floor cleanouts shall be cast iron, stainless steel, or chrome plated with/ “CO” cast in plate,

installed flush with/ finished floor with/ counted sink screws.

For floor drains, provide cast iron drains & P-traps for each floor drain.

ELECTRICAL WORKS

All electrical works shall comply with the applicable provisions of the latest edition of the
Philippines Electrical Code, the Rules and Regulations of the local enforcing authority, and the
requirements of the local power company. Specifications / general notes for electrical works are included
in the electrical plan of this project.

» Convenience outlets and switches shall be Panasonic Wide Series brand.

> Panel box and circuit breakers shall be bolt-on Type.

> The size of wire shall be in accordance with the breaker capacity and the type of use.
» Use PVC pipes for electrical piping.

EMERGENCY LIGHT

» Twin lamp UL Listed, CSA or NOM Certified.
> Lamps of 2-5, 4 W wedged-based krypton lamps
» Minimum illumination 1-1/2 hours
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> Maintenance-free lead-calcium battery

» Main supply, 230V, 60 H2

> High Impact thermoplastic housing UV stable
> Locations refer to the plan.

TILE WORKS

Floor tiles shall be 60cm x 60cm porcelain tiles. The Owner shall approve the tiles to be used
before the actual installation. Walls of bathrooms and toilets shall also be finished with 8” x 8” ceramic
glazed and unglazed tiles. Installation of tiles shall be from floor to ceiling of the toilet.

All porcelain tiles to be used for this project shall be of first-class quality. Each piece should be
free from chipped-off corners, serrated edges, or other defects. The tiles must be set in place accurately
and firmly with tile adhesive.

The mortar for laying floor tiles shall be of Class A (1:2) mix, consisting of one part cement and
2 parts screened sand, by volume. Tile grout to be used shall be ABC Tile grout approved by the assigned
Engineer.

The contractor shall leave a certain number of tiles at the project site to be used in case of repair
purposes.

PAINTING WORKS

All painting works for this project shall be executed in first class workmanship using BOYSEN
/ DAVIES brand paint. Surfaces should be thoroughly cleaned to remove mortar, dust, grease, rust, and
other foreign substances that may be present on areas to be painted or varnished.

Surface defects such as cracks, dents, and holes must be filled with putty and sandpapered before
the final coat of paint or varnish is applied.

All concrete surfaces to be painted shall first be given a coat of concrete neutralizer. Metal and
steel must be primed with anti-rust paint before the application of subsequent coats of paint.

The overall color scheme to be followed in painting works of the building, including those of
other materials like tiles, plumbing fixtures, and other accessories, shall be left to the decision of the

Owners and the assigned Site Engineer.

This set of Specifications covers 6 pages.

Conforme:

Signature over Printed Name

Date:
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LEGEND
">  SERVICE ENTRANCE DROP WIRE
@ KILOWATTHOUR METER
PANEL BOARD
PINLIGHT OUTLET

[ =
X
@ CONVENIENCE OUTLET
Se SINGLE POLE SWITCH
Sw DOUBLE POLE SWITCH
Sex TRIPLE POLE SWITCH
SWITCH WIRING LINE
s LIGHT WIRING LINE
= e e CONVENIENCE WIRING LINE

Q HOMERUN CIRCUIT WIRING LINE

1. All electrical works shall conform with the rutes and
regulations of the latest edition of the Philippine Electrical
Code.

2. All electrical installation shall be done in PVC pipes.

3. All electrical materials to be used shall be new approved
type for the location and installation.

4, The electrical installation shall be done under the closed
supervision of a Licensed Professional Electrical Engineer or a
Licensed Electrical Enginesr.

SCHEDULE OF LOAD

CKT DESCRIPTION plasch WATTS | VOLTS | AMPS WIRE SIZE AMPACITY
No. LOADS
PB-1
1 LIGHTING OUTLET 10 1000 220 4.55 2-3.5mm? THHN 15 AT
2 LIGHTING OUTLET 5 500 220 2,27 2-3.5mm? THHN 15 AT
3 CONVENIENCE OUTLET 3 540 220 245 |2-3.5mm? THHN 20 AT
4 CONVENIENGE OUTLET 3 540 220 245 2-3.5mm* THHN 20 AT
5 SPARE
\Immwsnm entrance drop wire
COMPUTATION OF LOAD /2=14mm? thw
/
PANEL BOARD 1
Kilowafthour Meter
GIVEN LOAD:
60amp ACB
L.O. = 100Wx 15 pcs. = 1,500
C.0. = 180Wx 6 pcs. = 1,080
TOTAL 2,580 W

It =2,580 W x80% DF

220V
=9.38A X 1.25F

=11.73A
= use 60 amps

SAY 60 AMPS CIRCUIT BREAKER

THEREFORE USE NO.14 mm?® THHN FOR
SERVICE ENTRANCE DROP WIRE & USE
NO.60 AMPS FOR PANEL BOARD 1
CIRCUIT BREAKERS 5 BRANCHES

AND

SCHEDULE
L./OOZ__UC._..P._._OZ OF LOADS
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LEVEL Cc-3
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SPECIFICATION :

1. All Plumbing works shall be done in accordance with the
provisions of sanitary code the laws & ordinance of the
local code enforcing authorities.

2. Location of plumbing fixtures approximate only final
location of the fixtures shall be determine on site avoid
interference with other system and/or equipment.

3. Locatlon of pipes as shown on plan are diagrammatic all
pipes shall be installed in a manner (minimum slope of 2%}
herein after specified and shall when necessary be buitt
during construction.

4, All materials to be use shall be new and installed in
application they are Intended for.

5. Plumbing works and installed for one unit can be
supervised by a representative of a Sanitary and Plumber.
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